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Eckel Correctlonal Interwew Room (CIR)

Ideal For Confidential Legal Services, Discreet Investigations & Witness Statements. Standard Features:

32" (813mm) Wide or 36" (914mm) Wide Clear Opening + Door Key Lock System - Plug & Play Electrical
8" x 8" (203mm x 203mm) Hole c/w 10" x 10" (254mm X 254mm) Cover on Both Sides for Speakers (By Others)
11ga Video/Tele Equipment Mounting - Tamper Proof LED Lighting - Static Intake Wall Silencer & Exhaust Wall Silencer

Toll-free 1-800-563-3574 | International +1-613-543-2967 | www.eckelacoustics.com
1S0 9001:2015 and I1SO 14001:2015




- Correctional Interview Room

Room

Correctional Interview Room: CIR-12/CIR-13/CIR-14

Cam-Lock Construction *
Optional Features Width <
Window in Door: Video Conference ﬁ
20" X 60" (508mm x 1524mm) Equipment (By Others)
'1' —_
=1
sprinkler Access Hole 1 -~ 16g2 E|E Safety
2ol1d /le £l 3 Glass
. . roun [T
*Cam-lock construction provides 9 ey B P
flexibility in moving storing, and s 5 Sy Acoustic ey kock
shipping o O Correctional 0 Windows
o % # Interview Room 7 Exhaust Fan
2 16ga Perf. Interior Silencer
£ €C/W Fan ® ~F
S 11
<15 (4.6m) ‘.\ Two Layers of 3/8" (10mm)
Power Supply Cord “Rubber Floor Mats
Model No Outside Dimensions (0.D.) Inside Dimensions (1.D.) Floor Area Weight
1dt X Dept X Height idt X Dept X Height uare Feet uare Metre k
' Width (W) x Depth (D) x Height (H) Width (W) x Depth (D) x Height (H) Sq Feet/Sq M b/ kg
CIR-11
" 44" X3'5" X 7'9" 38" X 2'9" X 6'6" 14.0 5q. ft.
32" (813mm) 1321mm x 1041mm x 2362mm 1118mm x 838mm x 1981mm 1.30sq.m 15181b/689 kg
C/0 Door
CIR-12
" 53" X4'4" X 79" 4'7"x3'8"x6'6" 22.7 sq. ft.
36" (914mm) 1600mm x 1321mm x 2362mm 965mm x 914mm x 1727mm 2.11s5q.m. 19931b/904 kg
C/0 Door
CIR-13
" 62" x5'3" x7'9" 5'6" X 4'7" x6'6" 32.4 sq. ft.
36(:/(3;[;2:1) 1067mm x 1270mm x 1905mm 965mm x 1168mm x 1727mm 3.01sq.m. 25151b/1141 kg

Correctional Interview Room + Counsel Room CIR-13C
Cam-Lock Construction *

Optional Features o
Window in Door: h\
20" X 60" (508mm x 1524mm) L
Width
sprinkler Access Hole 16ga €
p N - Solid All = \ET
. i Around %)
*Cam-lock construction Optional ST 5| o
X Lo p Interview Room | &
provides flexibility in Counsel o Key Lock
moving storing, Room £ Video Conference ?‘lhaust Fan =
and shippin Adjoined ] Equipment o
pping to CIR < (Sy &hers) N, C/W Fan
Standard . f4]
Room 16ga Perf. Interior :
S "'\'."f'a
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Intake Silencer 15" (4.6m) \\_‘ Two Layers of 3/8" (10mm)
Power Supply Cord Rubber Floor Mats
Model No Outside Dimensions (0.D.) Inside Dimensions (1.D.) Floor Area Weight
: Width (W) x Depth (D) x Height (H) Width (W) x Depth (D) x Height (H) Square Feet / Square Metre b / kg
CIR-13C 12'4" X 5'3" X 7'9" 5'6" X 4’7" x 6'6" 64.8 5q. ft
36" (914mm) 2134mm x 1270mm x 1905mm 965mm x 1168mm x 1727mm 6 0'2 sq. m. 4950 b / 2245kg
C/0 Door Suite (each adjoined room) . q. m.

Correctional Interview Rooms (CIRs) offer privacy & noise control performance in corrections settings.
CIRs are ideal for detention centers, courthouses, jails and other correctional facilities. The rooms are designed to provide

a controlled & private communication environment to conduct legal matters such as private interviews or witness state-

ments. Unique in the corrections market as an eco-

nomical solution to ensuring 6th Amendments Rights OCTAVE BAND FREQUENCY (H2)

in Correctional Environments. CIRs are renown for mooet 25 | o | s | & | x| & | we
acoustic integrity, durability and utility. Cam-Lock CIR

rooms are fully demountable allowing ease of disas- NOISE REDUCTION (98)

sembly, transportation, moving & storage. cie 24 | 32 | b | 53 | 58 | 61 | 45

Toll-Free: 1-800-563-3574 - Direct: +1-613-543-2967 - sales@eckelacoustics.com
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